


® Specifications e Major Options

System
® ™ - ANSI/ISO Standards 7810,7811-1/6, 7813
CPU Intel® Atom™ 7530, 1.6GHz Reference Standard 115 X6301, X6302
RAM 2GB - AAMVA
Recording Method Two-frequency coherent phase (F2F)
g
Storage 2GB to 64GB
Decoding Method ISO Track1 - IATA , Track2 - ABA and Track3 — THRIFT
Microsoft® Windows® Embedded Standard 7,
Operating System Windows® 7 Professional, Windows® XP Embedded, Card Swiping Direction |Bi-directional
Windows® XP Pro for Embedded Systems, or Linux ord o o : 3 0075
AR ard speed through the unit may vary from 3 ips to ips (7
Displa 10.4” LED-backlight screen with resistive touch; Card Swiping Speedy | /st 250 cmys)
play sunlight-readable option ) -
Life Electronics: 125,000 hours; Head: 1,000,000 passes
Display Resolution 1024 x 768 (XGA)
RFID Reader
Network Interface Wi-Fi 802.11a/b/g/n; Bluetooth 2.1 with EDR Frequency 13.56MHz +7KHz
Control Switch and Buttons |1 power button, 7 front buttons and 1 trigger button | | Modulate Mode FSK
Indicator 1 power/ battery status LED and 1 WLAN active LED Reading Range Within 30mm
. Protocol ISO 15693, 14443A, 14443B, Felica UID
T — Camea
Camera
1/0 Ports
Sensor CMOS 1/5”
USB 2.0 Port 2
q A Resolution Support up to 1600 x 1200 pixels still image
Microphone-in 1 -
Automatic Image Automatic white balance, automatic gain control, and
Headphone-out 1 Control automatic exposure control
DC-in 1 Focusing Type Auto focus
Mechanical and Environmental FochsIDistance 10cm ~ oo
ACIDC Adapter Input: 100 — 240V AC; Output: 12V DC, 3.5A Barcode Scanner (ZD)
Internal 7.4V, 2200mAh or 7.4V, 3760mAh/ 2D mode: 56 images per second, auto adaptive;
Battery Pack Optional: External 7.4V, 3760mA Scan Rate Linear (1D) emulation mode: 200 images per second, auto
adaptive
ABS + PC plastics and magnesium-aluminum alloy; anti- Horizontal: 38.9° Vertical: 25.4°
Enclosure microbial enclosure Scan Angle !
Optical Resolution 752 (H) x 480 (V) pixels, 256 gray levels
Stylus Yes, non-electronic tip
Print Contrast Down to 25%
Protective Grip Rubber with handstrap Versions Standard range and high density
Dimensions (H x W x D) 8.3x10.3x0.8in/210x 261 x 18 mm Smart Card Reader
Weight 2.05 Ibs/ 0.93 kg Card Interface Compliant to ISO 7816 part 1, 2, 3
i Approx. 100,000 mating cycles
Regulatory FCC Class B, CE, C-Tick, RoHS compliant iz i ey
s ted Card Reads ISO 7816 T=0, T=1; EMV 2000 certified, 1.8/3/5V
Temperature Operation: 0°C - 40°C; Storage: -20°C - 60°C PR (e smart card
- - 1. Support UART 1200 ~ 115200 bps communication
Humidity 0% —90% non-condensing Features 2. High ESD 8K volt protection on card pin

* Specifications subject to change without notice.

® Accessories

The DT312MD has a suite of customized accessories to meet numerous deployment needs.

For a complete list, please visit www.dtresearch.com
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= Desktop Charging = Wall/ Vehicle = External Battery Pack = 6-Bay External = Anti-microbial Plastic = Shoulder Strap
Cradle Mount Cradle Battery Charger tablet handstrap for Tablets
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