


Specifications

Processor 1.5 GHz x86 Processor

Display Resolution Up to 1600 x 1200

Storage 4GB/ 8GB/ 16GB (Industrial Flash)

RAM 1GB

Operating Systems Windows® CE; Windows® XP Embedded

Enclosure Aluminum chassis; ABS Plastic end-caps

Expansion Mini-PCI (internal); USB

Control Buttons One (1) front Power button

Input/Output Ports
12V DC-in Jack; Microphone-In; Audio-Out Jack; USB 2.0 Ports (4); 
10/100 BaseT Ethernet; DVI-I

AC/DC adapter Input: 100–240VAC; Output: 12VDC

Power Cords North America, EU, UK, China

Dimensions (H x W x D) 1.7 x 5.5 x 5.1 (in); 43 x 140 x 130 (mm)

Base Weight 1.2lb (544g)

Regulatory FCC Class B, CE, C-tick, RoHS compliant

Operating Temperature 0° – 40°C

Humidity 0% – 90% non-condensing

* Specifications subject to change without notice.

O• ne (1) WebDT 160

A• C/DC Adapter

V• GA Adapter

D• ocumentation
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3I• nternal 802.11 wireless adapter

U• SB-to-Serial and USB-to-PS/2 adapters

E• xternal Bracket       for Mounting to VESA adapters and LCD monitors

S• hort VGA cable for connection to mounted display

L• ow-cost computing in compact and versatile packaging
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Major Options 

Standard Package and Accessories
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