


Specifications:

System

Processor 1.5 GHz x86 processor

Display 12” TFT LCD, 50,000 hours lamp life

Display Resolution Up to 1024 x 768

Memory (RAM) 1GB

Operating Systems Microsoft® Windows® XP Embedded,  
Microsoft® Windows® XP Professional

Storage
2GB, 4GB, 8GB or 16GB flash module;

2.5” HDD

Control Buttons Power (1) and Programmable (3)

Input/ Output Ports
1 Serial port, 2 USB 2.0 ports, RJ45 connector for 
Ethernet, 1 Audio-out jack, 1 Microphone-in jack, 1 
Line-in jack, and 1 DC-in jack

Stereo speakers Built-in speakers

Network Interface Ethernet 10/100 MB Base-T LAN; 
802.11a/b/g WLAN

Power
AC/DC adapter Input voltage: 100~240V AC, 50/60 Hz  

Output: 18.5V, 3.5A

Power Cords North America, EU, UK, China

Mechanical 
and 

Environmental

Display Enclosure ABS + PC Plastic
Dimensions (H x W x D) 9.09 x 12.1 x 2.51 in, 231 x 309 x 64 mm
Weight 8.8 lbs; 4 kg

Regulatory FCC Class B, CE, C-Tick, RoHS compliant

Operating Temperature 0
o
C - 40

o
C

Humidity 0% - 90% non-condensing
* Specifications subject to change without notice.

Built-in 802.11a/b/g WLAN • 
IR touch screen• 

Major Options:

*  Options subject to change without notice.
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