


System

Processor Intel® CoreTM 2 Duo processor, 2.26 GHz

RAM Up to 2GB (DDR II SODIMM x 1)

Storage Supports 4G, 8G or 16GB Industrial Flash  
Optional:2.5” SSD, 2.5” HDD

Display Resolution Up to 1920x1080

Operating System Microsoft® Windows® XP Embedded

Network Interface 10/100 BaseT LAN/ WiFi 802.11a/b/g

I/O Ports
1 HDMI port, 2 Audio Jacks, 2 USB 2.0 ports, 1 VGA port, 
1 RJ45 connector for Ethernet, 1 DC-in jack, 1 COM port
Optional: WiFi Dipole antenna

Expansion 1 Mini PCI Express card slot

Power AC/ DC Adaptor External AC-DC 18.5V/3.5A/65W adaptor

Mechanical
Dimensions  
(H x W x D) 1.96 x 5.5 x 6.5 in/ 49.78 x 139.7 x 165.1 mm

Weight 2.7lbs/ 1.23kg (Flash); 2.9lbs/ 1.33kg (HDD)

Environmental

Regulatory FCC Class B, CE, C-Tick, RoHS compliant

Operating  
Temperature 0° – 40°C

Humidity 0% – 90% non-condensing
* Specifications subject to change without notice.

Specifications:

WebDT Content Manager

SA3000 is compatible with WebDT * 
Content Manager 3.0 or above versions.

The web-enabled WebDT Content Manager software provides 
central management of WebDT signage appliances as media 
players, and automates the design and distribution of a wide 
variety of multimedia file formats. With the WebDT Content 
Manager, the message to be played is assembled, scheduled, 
and delivered for dynamic playback over a network of 
appliances using standard file formats and protocols.

Feature Highlights:

Groups and Players• Edge Server• Multiple-zones• 

Playlist Editing• Preset Templates• Combolist• 

System Management• Media Management• Power Management• 

Software Upgrade• Scheduling• Urgent Cast• 

Reporting• Ticker• Auto Recovery• 
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